More than
the SP value

Inspection start
Confirm that the testing
conditions are met.

Less than

the SP value the SP value
ﬁ[ Check “A/F ALPHA-B1”, “A/F ALPHA-B2”. ]—l

v

Check

“B/FUEL SCHDL".

~

Within the
SP value

A

Check

Plug PCV hose.

“A/F ALPHA-B1”,
“A/F ALPHA-B2".

Within the SP value

Less than
the SP value

A 4

A 4
| Change engine oil. |
v

| Inspection end |

Too high
[ Check fuel pressure. ]%

OK

A 4

Less
than
the SP
value

More than

Within the SP value

Check

“B/FUEL SCHDL".
Within the SP
value or
More than
the SP value

Too Iow[

Check fuel pressure. ]

Check for the cause
of high fuel pressure,
and then repair or

and then repair or

Check for the cause
of low fuel pressure,

OK

replace. replace. More
v ¥ than
y the SP
Check value
“A/F ALPHA-B1”, “A/F ALPHA-B1”, >

Check
“A/F ALPHA-B2".

“A/F ALPHA-B2".

Within the SP va|ueJ,

{ Within the SP value

Inspection end |

| Inspection end

Perform power
balance test.

OK

Less
than
the SP
value

A

y

Within the SP valuei

NG NG Perform power
balance test.
A
Check for the cause of Check for the cause of OK
corresponding cylinder corresponding cylinder
malfunction, and then malfunction, and then
repair or replace. repair or replace. Moare
than

Check Check ine SP

“A/F ALPHA-B1”, “A/F ALPHA-B1”,

“A/F ALPHA-B2". “A/F ALPHA-B2".

\.

lWithin 1

he SP value

Inspection end

Inspection end

Check A/F sensor 1

function.

NG

OK

Less
than

the SP
value

Within the SP value¢

y

NG

Check A/F sensor 1
function.

A 4

Check A/F sensor 1
and its circuit, and
then repair or replace.

Check A/F sensor 1
and its circuit, and
then repair or repla

OK

ce.
More

v

than

Check
“A/F ALPHA-B1”,
“A/F ALPHA-B2".

-

Check
“A/F ALPHA-B1”,
“A/F ALPHA-B2".

\

the SP
value

»

J,Within the

SP value

Inspection end

Inspection end

Disconnect and reconnect
ECM harness connector.

&

A 4

Disconnect and reconnect
ECM harness connector.

Less than
the SP value




