Inspection start

1. Get information for symptom

customer.

Get the detailed information about symptom from the

2. Check DTC*'
Check DTC*".

Symptom is described.
DTC*! is detected.

(or, write it down).
Check related service bulletins.

Print out DTC*! and freeze frame data*?

Symptom is not described.
DTC*' is detected.

Symptom is described.
DTC*! is not detected.

customer.
Also study the normal op
related to the symptom.

3. Confirm the symptom
Try to confirm the symptom described by the

eration and fail-safe

4. Confirm the symptom

Try to confirm the symptom described by the
customer.

Also study the normal operation and fail-safe
related to the symptom.

5. Perform DTC CONFIRMATION PROCEDURE |

| 6. Perform BASIC INSPECTION

-

With CONSULT-III

9. Detect malfunctioning

Without CONSULT-III

system by Symptom Within the
Table SP value

7. Perform “SPEC” in
“DATA MONITOR” mode

Out of the SP value

Malfunctioning part
is not detected.

10. Detect malfunctioning part by
Diagnosis Procedure

DTC*! is detected.

8. Detect malfunctioning part by
TROUBLE DIAGNOSIS
— SPECIFICATION VALUE

Malfunctioning part
is detected.

11. Repair or replace the malfunctioning part |<—

12. Final check
Check that the symptom is not detected.

*1: Include 1st trip DTC.
*2: Include 1st trip freez

check that the malfunction is repaired.

Perform DTC Confirmation Procedure again, and then

Symptom remains.

DTC*' is not detected.
Symptom does not remain.

INSPECTION END

e frame data.



